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About This Document 


Purpose 


This manual provides assistance to system adminstrators and users in interpreting 
system messages, determining probable causes, and applying the best solutions 
for hardware and software problems. The message descriptions included in this 
manual provide information on system status and current and potential problems 
with the system software. 


Scope 


The messages listed in this book pertain to Unisys® operating systems based on 
AT&T’s UNIX® System V Release 3.1 and associated utilities running on Unisys 
U 5000/30/35/59/55 computer systems. The majority of the messages describe 
system errors or operating problems. 


Audience 


This manual is intended for system administrators and users who have an 
intermediate understanding of the UNIX operating system. 


Prerequisites 


To use this manual effectively, you should be familiar with UNIX system 
administration and understand the way in which the UNIX shell and kernel are 
structured. 


UNIX is a registered trademark of AT&T in the USA and other countries. 
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How to Use This Document 


Read section 1 for general information about message conditions and structure. 
If you are looking for a particular message, note that the message number is 
positioned above the description on each page of Section 2. Use this number to 
locate the message you wish to read about. After determining the meaning and 
cause of an error message, perform the action suggested for that error or 
problem. Sometimes the message is informational and no action is required. 


Organization 


The sections of this book describe the system message format and contain a list 
of all messages that may be displayed on the system console. 


Section 1. System Messages 


Section 1 contains an explanation of how the messages are structured as they 
appear on the computer console and what you may learn from the message itself 
without looking it up in this manual. The first three fields of the message contain 
specific information about the source, class, and definition of an error or 
problem. The last field is the tag number used in Section 2. 


Section 2. O/S Messages 


Section 2 lists and describes the messages in numerical order. The description 
contains information about the probable causes, suggested actions, and helpful 
references. 


Related Product Information 


Administration Guide 

Administrator’s Reference Manual 

Device Driver Programming and Implementation Reference Manual 
Operations Guide 

Programmer’s Guide 

STREAMS Programmer’s Guide 

User’s Reference Manual 
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Notation Conventions 


Throughout this guide, the following notation conventions are used. 


User Input 


Variable 
User Input 


System 
Output 


Variable 
System 
Output 


Menu Titles 
and 
Selections 


XXX XXX 


< Ctrl > char 
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User input (such as commands, options, and arguments to 
commands), environment variables, and the names of 
directories and files appear in the bold typeface shown at 
the left. 


Names of variables to which values must be assigned (such 
as passwords) appear in the bold italic typeface shown at 
the left. 


System output (such as prompt signs and responses to 
commands) appears in the typeface shown at the left. 


System output that varies (such as filenames that change) 
appears in the italic typeface shown at the left. 


Menu titles and selections appear in the bold typeface 
shown at the left. 


The symbols xxx and XXX represent numbers and characters 
that may vary when performing program procedures in this 

guide. The xxx and XXX, which are printed in italic typeface, 
are used interchangeably to simulate variable system output. 


Input that does not appear on the screen when typed (such 
as passwords, tabs, or carriage returns) appears between 
angle brackets. 


Control characters do not appear on the screen when typed. 
To type a control character, hold down the control key 
while you type the character specified by char. For 
example, the notation < Ctrl > d means to hold down the 
control key while pressing the d key; the letter d does not 
appear on the screen. 


About This Document 


[ ] Command arguments that are optional, such as [-msCj], are 
enclosed in square brackets. 


: The vertical bar separates optional arguments from which 
you may choose one. For example, when a command line 
has the following format: 


command [arg] | arg2] 


You may use either arg1 or arg2 when you issue the 
command. 


An ellipsis placed after an argument means that more than 
one argument may be used on a single command line. 


command(number) A command name followed by a subclass number in 
parentheses (ed(1), for example) identifies the reference 
manual page where the command is described. In this 
release, manual pages are arranged by subclass numbers in 
three reference manuals as follows: 


User’s Reference Manual - 1, 1B, 1C, and 1G 
Administrator’s Reference Manual - 1M, 7, and 8 
Programmer’s Reference Manual - 1, 1G, 2, 3, 3C, 3F, 3S, 
3M, 3X, 3N, 3W, 4, and 5 


prompts The system default prompt is the dollar sign ($). The 
default for a superuser is the pound sign (#). The default 
for a C-shell is the percent sign (%). 


commands When the full pathname of a command is shown in an 
example (such as /etc/fsk), the command must be entered 
that way. 
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Section 1 
System Messages 


Introduction 


System messages are provided to inform the user about hardware or software 
problems. For example, a system message indicates the following: 


e Where and when the problem was detected. 

e How the problem affects system operation (severity). 

e How the user can possibly correct the problem. 

e Where the user can find additional information about the problem. 


The SVID (System V Interface Definition) provides a standard for system 
messages that are being used for the following Unisys systems: 


e UV 5000/30 
e U 5000/35 
e U 5000/50 
e VU 5000/55 


This book describes the system message format and contains a list of all messages 
which may be displayed on the system console. 


Message Format 


Each system message has the following format: 


label: severity: description: tag: 
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label Indicates the source of the problem. For example, the label value 
is OS indicating that the error displayed is an operating system 
error. 

severity Indicates how the problem affects system operation. Valid values 
are: 


Information This is an information message only; no problem 
has occurred. 


Warning A non-critical problem has occurred. 
Error A critical problem has occurred, but the system 
has not halted. 
Halt A critical problem has occurred, and the system 
has halted. 
description Provides a brief description of the problem. 
tag Indicates the number assigned to the message. This number must 
be used to locate a more detailed description of the problem in 
this book. 


Example of a System Message 
Assume that the following system message is displayed on the console: 
OS: Warning: Can't Delete Swap Partition; Too Few Free Pages. 0OS-13901 
The Jabel field (0S) indicates that the operating system is reporting the problem. 
The seventy field (Warning) indicates that a non-critical problem has occurred. 
The description field (Can't Delete Swap Partition; Too few Free Pages.) indicates 
an operation to delete a swap partition was not performed because there are not 
enough free pages (swap area) on the disk. 
The tag field (12515) indicates the message number. The number 12515 is used to 


locate a more detailed description of the problem and possible solutions in this 
book. 
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The information provided in this book includes the following: 


MESSAGE: 
DESCRIPTION: 


PROBABLE 


CAUSE: 
ACTION: 


REFERENCE 
MATERIAL: 
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Displays the label, severity, and description fields. 


Provides more information on the meaning of the error 
message. 


Provides a more detailed description of the problem and 
describes what may have caused the problem. 


Describes the recommended procedure that should be 
performed to possibly correct the problem. Also, it may 
include a reference to a specific publication (manual) which 
contains additional information about how to perform the 
action. 


Provides a reference to other technical publications which may 
contain additional information about the probable cause of the 
problem or the described action. 


oo 
Section 2 
O/S Messages 


The operating system messages are displayed on system terminals when there is 
information to communicate or when the system encounters a problem it cannot 
solve without help. These messages are built into the software and are spread 
throughout the operating system programs. O/S messages vary from simple 
information, given to assure the user that the system is doing what is should, to 
Halt messages indicating that the system has failed. In all cases the value of the 
message is to give you an immediate idea of the urgency of a problem and what 
must be done to solve it. 


TN Each message is given a tag number, which is internally tied to the message 
string. This section contains a list of O/S messages listed in numerical order. 
Numbers not listed have not been assigned. When you see an O/S message on 
your screen, write down the tag number that follows and use it to find 
information in this section about the message. 


Some of the message explanations advise you to contact your service 
representative. The Unisys customer support letter gives telephone numbers and 
instructions for contacting the support centers. Similar information 1s given in 
the U 5000/30, U 5000/35, U 5000/50, and U 5000/55 Release Description. 
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10000 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-2 


OS: Information: Stray "fs" Call. 
A stray file system switch assertion was made. 


The file system switch table is misconfigured. 


Correct the file system switch table. 


Administration Guide. 
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MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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10001 


OS: Information: Stray "fs (int *)" Call. 


A stray file system switch indirect integer pointer assertion 
was made. 


The file system switch table is misconfigured. 


Correct the file system switch table. 


Administration Guide. 
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10002 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


OS: Information: Stray “fs (inode *)" Call. 


A stray file system switch indirect integer pointer assertion 
was made. 


The file system switch table is misconfigured. 


Correct the file system switch table. 


Administration Guide. 
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10003 


MESSAGE: OS: Information: "t_maxsc" Reduced to N. 


DESCRIPTION: The maximum number of pages that can be written to the 
swap area at a time was reduced to N pages. 


PROBABLE The limit was set to a value which exceeded MAXSPGLST. 
CAUSE: 
ACTION: If this happens at start-of-day, lower the kernel 


configuration parameter MAXSC. 


REFERENCE Administration Guide. 
MATERIAL: 
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10004 


MESSAGE: OS: Information: t_maxfc Reduced to N pages. 


DESCRIPTION: The maximum number of pages that can be saved up and 
freed at once was reduced to N. 


PROBABLE The swap chunk size limit was set to a value which exceeded 

CAUSE: MAXSPGLST. 

ACTION: If this happens at start-of-day, lower the kernel 
configuration parameter MAXFC. 

REFERENCE Administration Guide. 

MATERIAL: 
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MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 
ACTION: 


REFERENCE 
MATERIAL: 
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10005 


OS: Information: "“unremio()" Failed With Error Status N. 


An attempt to send data back to the requesting (client) 
machine from the server failed. The error status value is N. 


The physical connection between machines may be bad. 


Check the connections of the communication cable that 
connects the client and server machines. 


None. 
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10006 


MESSAGE: OS: Information: Physical Memory Truncated. 


DESCRIPTION: The amount of physical memory available to the system was 
truncated. This condition is normally reported in the install 
process unless the kernel was configured to truncate 


memory. 
PROBABLE The kernel configuration parameter MAXPMEM was set. 
CAUSE: 
ACTION: Set the MAXPMEM parameter to 0. 
REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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10007 


OS: Information: Inode Previously Allocated. 


An inode selected from the inode free list was previously 
allocated. 


A file system maintenance utility (e.g., fsck) probably 
reorganized the inode free list. 


None. 


Administrator’s Reference Manual 
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10008 


MESSAGE: OS: Information: Out of Streams. 


DESCRIPTION: During an attempt to open a streams-based device, it was 
found that there were no more streams. 


PROBABLE The number of configured streams is too low for the system. 
CAUSE: 

ACTION: Increase the kernel configuration parameter NSTREAM. 
REFERENCE Administration Guide. 

MATERIAL: 
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10009 


MESSAGE: OS: Information: Could Not Perform Stream Unlink I[octl, 
Closing Anyway. 


DESCRIPTION:  Anerror occurred performing the unlink ioctl(2) on a 
streams-based device during a close(2) operation. 


PROBABLE The probable cause depends upon the type of streams-based 
CAUSE: device being closed. 
ACTION: What action to take depends upon the type of 


streams-based device being closed. 


REFERENCE STREAMS Programmer’s Guide. 
MATERIAL: 
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10010 


MESSAGE: OS: Information: Powerfail Recovery #N in Progress... 


DESCRIPTION: — Power was lost at some point and the system is now in the 
process of recovering from that event. The value N is the 
number of powerfail recoveries that have occurred since the 
last system startup. 


PROBABLE A power failure occurred. 
CAUSE: 

ACTION: None. 

REFERENCE None. 

MATERIAL: 
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OO 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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10011 


OS: Information: Message <str> on Ram Disk Partition 
OxN. 


This message <str> is asserted by components of the RAM 
disk driver. The error condition is related to partition N on 
the disk. 


The probable cause depends upon the nature of the 
message. 


What action to take depends upon the nature of the 
message. 


None. 
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10012 


MESSAGE: OS: Information: Odd Stream Queues Value Configured; 
Changed From M to N. 


DESCRIPTION: At start-of-day, the value of the number of stream queues 
was found to be odd. It was changed from M toN. 


PROBABLE The kernel configuration parameter NQUEUE is odd. 
CAUSE: 

ACTION: Change NQUEUE to an even number. 
REFERENCE Administration Guide. 

MATERIAL: 
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MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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10013 


OS: Information: Can’t Allocate Stream Data Blocks. 


At start-of-day, the allocation of stream blocks from the 
System Page Table space failed. 


The amount of System Page Table space reserved for the 
stream data blocks was too small. 


Increase the kernel configuration parameter SPTSIZE. 
Administration Guide. 
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10014 
MESSAGE: OS: Information: Out of Stream Queues. 
DESCRIPTION: An attempt by a streams module to allocate streams queues 
failed. 
PROBABLE Too many stream queues were requested. 
CAUSE: 
ACTION: Increase the number of stream queues by increasing the 


kernel configuration parameter NQUEUE. 


REFERENCE Administration Guide. 
MATERIAL: 
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10016 
— 
MESSAGE: OS: Information: "< str] >" - Insufficient Memory to 
<str2> N <str3> Page <str4> - System Call Failed. 
DESCRIPTION: This message indicates a lack of memory, which caused a 
system call to fail. 
If <strl> is "Allocate," then there was not enough overall 
memory. 
If <str1> is "Lock," then there was not enough resident 
memory. 
Strings <str2>, <str3>, and <str¢> are variables 
supplied by the system based on the system call. 
PROBABLE The system is heavily loaded for its resources. 
c™ CAUSE: 
ACTION: If <str1> is "Allocate," increase the swap space and/or 
main memory. 
If <str1> is "Lock," increase the amount of main memory, 
or decrease the load on the system. 
REFERENCE Administration Guide. 
MATERIAL: 
— 
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10017 
Ww 
MESSAGE: OS: Information: GPTF Parameter Checking Overridden 
for UID M, PID N. 
DESCRIPTION: — Superuser process N with a user identification number M 
requested that GPTF parameter checking be disabled. 
Warning: A program that is not fully debugged may halt 
the system when GPTF parameter checking is turned off. 
PROBABLE None. 
CAUSE: 
ACTION: None. 
REFERENCE Programmer’s Guide. 
MATERIAL: 
Ww 
Ww 
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MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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10018 


OS: Information: Start-of-Day. 
This message is logged at start-of-day. 


The system was brought up from the startup subsystem 
(SUS). 


None. 


None. 
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10019 


MESSAGE: 
DESCRIPTION: 


PROBABLE 


CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-20 


OS: Information: Time Change. 


This message in the error log indicates that the system time 
was changed. 


Either the superuser set the time or the kernel time 
synchronization daemon corrected the time drift. If this 
message is displayed with the old and new times the same, it 
is often the daemon. 


If the date is being set incorrectly and a user is not 
performing a date/time change, then contact your Unisys 
Service Representative. The TOD device is probably faulty. 


Administration Guide. 


UP-14803 


O/S Messages 


10020 
MESSAGE: OS: Information: Powerfail. 
DESCRIPTION: _ A powerfail occurred. 
PROBABLE The system lost power. 
CAUSE: 
ACTION: None. 
REFERENCE None. 
MATERIAL: 
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10021 


2-22 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


OS: Information: Powerfail Recovery. 


A powerfail recovery occurred. 


Power was restored to the system after a power failure. 


None. 


None. 


UP-14803 


O/S Messages 


10022 

MESSAGE: OS: Information: Stray Exception. 

DESCRIPTION: _ A stray exception occurred from which the kernel could not 
process. 

PROBABLE Hardware failure. 

CAUSE: 

ACTION: If problem persists, contact your Unisys Service 
Representative. 

REFERENCE None. 

MATERIAL: 
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10023 

MESSAGE: OS: Information: Read-Ahead Truncated From M blocks 
to N blocks. 

DESCRIPTION: — The number of read-ahead blocks was truncated from M to 
N. 

PROBABLE The kernel configuration parameter NRABLOCKS is 

CAUSE: too large a value (greater than 5). 

ACTION: Reconfigure the kernel, decreasing the kernel configuration 
parameter NRABLOCKS. 

REFERENCE Administration Guide. 

MATERIAL: 
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MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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10025 


The Monitor is Not Configured. 


An interrupt was generated to start the debug software. 
Your operating system is configured to have the debug 
software, but the debug software is not included. 


The PMC break switch was activated. 


None. The operating system continues at the point of 
interrupt. However, you should contact your Unisys Service 
Representative. The debug monitor is only a software 
testing tool. Your operating system should not be 
configured to use it. 


None. 
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MESSAGE: OS: Information: Maximum Servers Truncated From M to 
N. 


DESCRIPTION: The maximum number of RFS servers present on the system 
was reduced from M toN. 


PROBABLE The number of send descriptors (NSNDD) is less than or 
CAUSE: equal to the maximum number of servers (MAXSERVE). 
ACTION: Reconfigure NSNDD and MAXSERVE. 

REFERENCE Administration Guide. 

MATERIAL: 
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MESSAGE: OS: Information: Minimum Servers Changed From M to 
Maximum Servers N. 


DESCRIPTION: The maximum number of RFS servers present on the system 
was reduced from M to the maximum value N. 


PROBABLE One of two conditions may exist: 
CAUSE: 
e The number of send descriptors (NSNDD) is less than 
or equal to the maximum number of servers 
(MAXSERVE). 


e The minimum number of servers (MINSERVE) is 
greater than MAXSERVE. 


ACTION: Reconfigure NSNDD and MAXSERVE. 
REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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10028 


OS: Information: Driver-specific message. 


A value-added driver, user driver, or module was added to 
the kernel that called the kernel generic error 
reporting/logging routine cmn_err(). The message string for 
this error is supplied by the driver/module. 


The message that is displayed by cmn_err() should provide 
the reason why the error reporting routine was called. 


What action to take depends on the information that is 
displayed. Contact your Unisys Service Representative. 


None. 
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10029 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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OS: Information: Unable to Hold or Ignore SIGSEGV - 
Process N Aborted. 


Due to a faulty internal processor microstate, the kernel did 
not handle SIGSEGV as set up by the process. This was 
necessary to prevent a silent death of the whole machine. 


An internal processor error occurred because a process 
incurred a segmentation violation. 


If the problem persists, contact your Unisys Service 
Representative. 


None. 
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12500 


MESSAGE: OS: Warning: SPT Space Deadlock Detected. 


DESCRIPTION: Two or more processes deadlocked trying to allocate System 
Page Table space. 


PROBABLE A large number of processes are being executed on the 
CAUSE: system. 
ACTION: If possible, reduce the load on the system. If this error 


occurs repeatedly, increase the kernel configuration 
parameter SPTSIZE. 


REFERENCE Administration Guide. 
MATERIAL: 
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12501 


MESSAGE: OS: Warning: "exec" SPT Requests Exceeded. 


DESCRIPTION: After receiving three or more System Page Table (SPT) 
deadlock indications, an execls system call failed, returning 
the error EAGAIN to the process asserting exec. 


PROBABLE An extremely heavy load on the system and/or quite a few 
CAUSE: processes being performed. 
ACTION: Increase the kernel configuration parameter SPTSIZE or 


reduce the load on the system. 


REFERENCE Administration Guide. 
MATERIAL: 


2-30 UP-14803 


O/S Messages 


12502 
MESSAGE: OS: Warning: File Table Overflow. 
DESCRIPTION: The number of open files exceeded the number of file table 
entries. 
PROBABLE More files were open at some given time than the 
CAUSE: configured number of file table entries. 
ACTION: Increase the kernel configuration parameters NFILE. 
REFERENCE Administration Guide. 
MATERIAL: 
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12503 


2-32 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


OS: Warning: Swap Space Low (Needed N Pages). 


The current swap space is too small for the swapping which 
is going on in the system, or the system is swapping 


inefficiently one page at a time. 


Too many processes are executing that are swapping more 
often than they should. The configured swap space is too 


small for the swapping that is occurring. 


Increase the swap space by adding swap partitions or 


reduce the load on the system. 


Administration Guide. 
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MESSAGE: OS: Warning: Inode Table Overflow. 
DESCRIPTION: The number of in-use generic inodes exceeded the 
configured number of inode table entries. 
PROBABLE More generic inodes were in use than the configured 
CAUSE: number of generic inode table entries. 
ACTION: Increase the kernel configuration parameters NINODE. 


Increase the kernel configuration parameter NSSNODE by 
the same amount. 


REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: OS: Warning: Null Mount Table Entry, Slot 0xN. 


DESCRIPTION: — The inode representing the mount device was found to be 
null. N is the entry number in the mount table. 


PROBABLE An internal kernel error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 
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MESSAGE: OS: Warning: Invalid "fs"-Dependent "namei" Return. 
DESCRIPTION: — The device-independent namei() code returned an illegal 
value. 
PROBABLE The file system being used was improperly designed. 
CAUSE: 
ACTION: If using only the System V file system, contact your Unisys 


Service Representative. If using your own file system type, 
check file system-specified namei() return values. 


REFERENCE None. 
MATERIAL: 
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MESSAGE: 
DESCRIPTION: 


PROBABLE 


CAUSE: 
ACTION: 


REFERENCE 
MATERIAL: 


2-36 


OS: Warning: UPT Deadlock Detected. 


Page table allocation failed within 30 seconds while waiting 
for memory in process state SXBRK. 


There is an extremely heavy load on the system. 


Reduce the load on the system. If this is not possible, 
increase the amount of memory available to processes. 


Note: The system will deadlock if the load on the system is 
not reduced after the receipt of one or more of these 
messages. 


Administration Guide. 
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MESSAGE: OS: Warning: Kernel Page Allocation Failed. 


DESCRIPTION: The kernel failed to allocate memory within 30 seconds 
while waiting for memory in process state SZBRK. 


PROBABLE There is an extremely heavy load on the system. 
CAUSE: 
ACTION: Reduce the load on the system. If this is not possible, 


increase the amount of memory available to processes. 


Note: The system will deadlock if the load on the system 
isn’t reduced after the receipt of one more more of 
these messages. 


REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: OS: Warning: Message "<str>" to Device OxXXYY. 


DESCRIPTION: _ This user-defined warning message is used when a driver 
uses the kernel internal prdev() routine. XXYY is a 
hexadecimal number that identifies the device where XX is 
the major number and YY is the minor number. 


PROBABLE The probable cause depends on the nature of the error 
CAUSE: defined by <str> and the specified device. 
ACTION: What action to take depends on the nature of the error 


defined by <str> and the specified device. 


REFERENCE None. 
MATERIAL: 
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MESSAGE: OS: Warning: Ilegal Base 0xN. 
DESCRIPTION: A DMA operation was requested with an invalid address 
specified. 
PROBABLE An internal kernel/driver error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 


REFERENCE Device Driver Programming and Implementation Reference 
Manual. 
MATERIAL: 
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MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


KREPERENCE 
MATERIAL: 


2-40 


OS: Warning: Couldn’t Lock Page. 


While attempting to lock a page for a DMA transfer, not 
enough available resident memory could be found to lock 
that page. 


The DMA request is too large, or there is too heavy a load 
on the system. 


Either increase the amount of physical memory or decrease 
the system load. 


Another alternative would be to tune the system to keep 
more processes on swap. 

Administration Guide 

Device Driver Programming and Implementation 
Reference Manual 
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MESSAGE: OS: Warning: "MAXPMEM" Too Low -- Ignored. 


DESCRIPTION: | The kernel configuration parameter MAXPMEM was 
ignored at start-of-day. 


PROBABLE The kernel configuration parameter MAXPMEM was set 
CAUSE: too low for the kernel to execute. 
ACTION: Increase the value of MAXPMEM (and reduce the size of 


the RAM disk) or set MAXPMEM to zero. 


REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: OS: Warning: No More Swap Space (Waiting For N 
Pages). 

DESCRIPTION: _ A process requesting N swap pages was put to sleep. 
PROBABLE Not enough pages of swap space were available for the 
CAUSE: process. 
ACTION: Increase the swap space or decrease the system load. 
REFERENCE Administration Guide. 
MATERIAL: 
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O/S Messages 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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OS: Warning: Swap Use Count Overflow By "<str>." 


The swap use count on a particular page of memory in the 
swap space was exceeded when the <str> routine 
performed a swap operation. 


Too many processes are swapping pages of memory. 


Decrease the process load of the system. 


Administration Guide. 


2-43 


O/S Messages 
ete ii i a a a ne 


12515 
MESSAGE: OS: Warning: Can’t Delete Swap Partition; Too Few Free 
Pages. 
DESCRIPTION: _ The operation to delete a swap partition was not performed. 
PROBABLE There is not enough swap area on the disk. 
CAUSE: 
ACTION: Reduce the process load on the system and try again. 
REFERENCE Administration Guide. 
MATERIAL: 


2-44 UP-14803 
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12516 


MESSAGE: OS: Warning: Undead Zombie; N Pages Remain. 


DESCRIPTION: During zombie finalization (wait(2) issued on a zombie), 
N pages in memory were lost. 


PROBABLE An internal kernel error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 
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MESSAGE: OS: Warning: Powerup TOD Value Invalid. 


DESCRIPTION: _ The time-of-day (TOD) value which was read during 
powerfail recovery was invalid. 


PROBABLE The time-of-day device is bad. 

CAUSE: 

ACTION: Reset the system date at the next opportunity. If the 
problem persists, contact your Unisys Service 
Representative. 

REFERENCE User’s Reference Manual. 

MATERIAL: 
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12518 


MESSAGE: OS: Warning: Powerdown TOD Value Invalid. 


DESCRIPTION: The time-of-day value dumped when the system sensed a 
loss of power was invalid. 


PROBABLE The time-of-day device is bad. 
CAUSE: 
ACTION: Reset the date at the next opportunity. If the problem 


persists, contact your Unisys Service Representative. 


REFERENCE User’s Reference Manual. 
MATERIAL: 
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MESSAGE: OS: Warning: Couldn’t Lock N Shared Memory Pages. 
DESCRIPTION: An attempt by a process to lock N pages into main memory 
failed. 
PROBABLE There is not enough physical memory. 
CAUSE: 
ACTION: Increase physical memory, tune the system to swap more 


memory pages, or decrease the system load. 


REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: OS: Warning: Couldn’t Allocate Stream Event. 
DESCRIPTION: An attempt to allocate a streams event failed. 
PROBABLE There is not enough physical memory to allocate a page 
CAUSE: for the event. 
ACTION: Decrease system load, increase physical memory, or 


configure the kernel to swap more processes. 


REFERENCE Administration Guide. 
MATERIAL: 
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12521 
MESSAGE: OS: Warning: System V Inode Table Overflow. 
DESCRIPTION: — The number of inodes that are in use exceeded the number 
configured in the inode table. 
PROBABLE More generic inodes were in use than the configured 
CAUSE: number of generic inode table entries. 
ACTION: Increase the kernel configuration parameters NINODE. 


Increase the kernel configuration parameter NSSNODE by 
the same amount. 


REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: OS: Warning: Offset (0xM) Exceeds I-Size (0xN) in 
"sSreadmap." 


DESCRIPTION: The demand paging map included an invalid offset (M) for 
the object being paged into memory. 


PROBABLE The file system or a particular file is corrupted, or the 
CAUSE: media storing the swap space is faulty. 
ACTION: Perform file system maintenance. If the problem persists, 


contact your Unisys Service Representative. 


REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: OS: Warning: -1 rdev in ialloc. 
DESCRIPTION: _ A device index of -1 was used inside the kernel. 
PROBABLE An internal kernel error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
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MESSAGE: OS: Warning: Null Mount Entry in "s5getinode." 
DESCRIPTION: _ The routine s5Sgetinode() was called with a null mount table 
pointer. 
PROBABLE An internal kernel error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
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MESSAGE: OS: Warning: FNET Set on Non-Device File. 


DESCRIPTION: When closing a file, an illegal flag was detected in a device 
table index. 


PROBABLE An internal kernel error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 
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MESSAGE: OS: Warning: SPT Size Truncated From M to N. 


DESCRIPTION: — The kernel System Page Table (SPT) space could not be 
allocated at start-of-day; thus, the configured value was 
reduced from M toN. 


PROBABLE The SPTSIZE parameter is set too high or some other 
CAUSE: kernel resource requires too much memory. 
ACTION: Decrease the configured amount of SPT space by reducing 


the SPTSIZE parameter or increase the amount of memory 
available for SPT space. 


REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: 
DESCRIPTION: 
PROBABLE 


CAUSE: 
ACTION: 


REFERENCE 
MATERIAL: 


2-56 


OS: Warning: RAM Swap Partition Exzeeded; Size N 
Blocks. 


A problem with the size of the configured RAM swap 
partition was detected at start-of-day. 


The RAM configuration parameters describing the size of 
the swap space are not correct. 


Reboot a default kernel and examine the values of 
parameters SWPLO and NSWAP. If this error occurs on a 
default kernel, the disk is probably bad. Contact your 
Unisys Service Representative. 


Administration Guide. 
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MESSAGE: OS: Warning: Copy Out Failed in "sSreadmap." 


DESCRIPTION: — The copy from kernel space to user space during the 
sSreadmap() routine failed. 


PROBABLE An internal kernel error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 
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MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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OS: Warning: Couldn’t Immediately Allocate Swap to Page 
a Page/DBD Table. 


While attempting to write a page and disk block descriptor 
(DBD) table to the swap area, the scheduler could not 
immediately find enough swap space to perform the 
operation. 


There is too heavy a load on the system. 
Either increase the system swap space or reduce the system 


load. 
Administration Guide. 
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MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 
REFERENCE 


MATERIAL: 
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OS: Warning: Channel Active on DMA Start; Device M, 
Channel N. 


A device driver attempted to initiate a DMA transfer on an 
active channel. M identifies the device, and N identifies the 
channel. 


Either a driver error or a hardware failure occurred. 
Contact your Unisys Service Representative. 


Device driver Programming and Implementation Reference 
Manual. 
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MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 
REFERENCE 


MATERIAL: 
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OS: Warning: Channel Closed/Aborted on DMA Stop; 
Device M, Channel N. 


A device driver attempted to stop a DMA transfer on a 
closed or aborted channel. M identifies the device, and N 
identifies the channel. 


Either a driver error or a hardware failure occurred. 
Contact your Unisys Service Representative. 


Device Driver Programming and Implementation Reference 
Manual. 
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MESSAGE: OS: Warning: DMA Hardware Channel Active on DMA 
Continue; Device M, Channel N. 


DESCRIPTION: _ A device driver attempted to continue a DMA transfer on 
an active channel. 


PROBABLE Either a driver error or a hardware failure occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 


REFERENCE Device Driver Programming and Implementation Reference 
Manual. 
MATERIAL: 
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MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-62 


OS: Warning: RES Client Stream Buffer Allocation Failed. 
The RFS stream buffer allocation per client failed. 


There were not enough stream buffers configured, or there 
was too much stream activity. 


Either increase the configured number of available stream 
buffers or decrease the system stream activity. 


Administration Guide. 
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MESSAGE: OS: Warning: RFS Server Stream Buffer Allocation Failed. 


DESCRIPTION: At RFS start-of-day, the RFS server could not allocate 
enough stream buffers. As a result, the RFS server failed. 


PROBABLE Not enough stream buffers are configured. 
CAUSE: 
ACTION: Either increase number of configured stream buffers or 


decrease the stream activity at RFS start-of-day. 


REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: OS: Warning: Couldn’t Allocate Swap to Page a Udot. 


DESCRIPTION: _ A page of swap space could not be allocated for the user 
structure that defines the process. The user structure could 
not be written to the swap area. 


(The user structure has variables that begin with "u." and is 
referred to as a "udot.") 


PROBABLE There is too little swap space for current system load. 
CAUSE: 

ACTION: Either increase swap or decrease the system load. 
REFERENCE Administration Guide. 

MATERIAL: 
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MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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OS: Warning: Couldn’t Allocate a Page to Swap In a Udot. 


No memory was available for a user structure of a process 
scheduled to run. 


(The user structure has variables that begin with "u." and is 
referred to as a “udot.") 


The system load is too heavy for the amount of memory in 
the system, or the kernel is not configured properly for the 
amount of main memory present. 


Decrease the load on the system, get more memory for the 
system, or configure the kernel to write pages of memory to 
the swap space more often. 


Administration Guide. 
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MESSAGE: OS: Warning: A Page Was Slept Upon in "unswap." 


DESCRIPTION: — An error occurred while the system was attempting to 
allocate system memory to read from a swap partition that a 
process was trying to delete. 


PROBABLE The system does not have enough memory, or the system 
CAUSE: load is too heavy. 
ACTION: Decrease the system load and try to delete the swap 


partition again. 


REFERENCE Administrator’s Reference Manual, swap(1M). 
MATERIAL: 
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12539 
cc 

MESSAGE: OS: Warning: Driver-specific message. 

DESCRIPTION: _ A value-added driver, user driver, or module was added to 
the kernel that called the kernel generic error 
reporting/logging routine cmn_err(). The message string for 
this error is supplied by the driver/module. 

PROBABLE The probable cause depends upon the nature of the error. 

CAUSE: 

ACTION: What action to take depends on the nature of the error. 
Contact your Unisys Service Representative. 

REFERENCE None. 

MATERIAL: 

c” 
~~ 
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MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-68 


OS: Warning: P-Bus Battery Failure. 


The lithium battery of the p-bus submodule with battery- 
backed SRAM failed. 


The lithium battery of the p-bus submodule is bad. 
Contact your Unisys Service Representative to replace the 


battery. 


None. 
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MESSAGE: OS: Warning: The sum of NLOCAL and NREMOTE 
exceeds NBUF. 


DESCRIPTION: The kernel configuration parameters specified are not 
correct. The values of NUOCAL and NREMOTE are 
changed to NBUF ~ 3. 


PROBABLE The configuration parameters NUOCAL, NREMOTE, 

CAUSE: and/or NBUF are not set correctly. 

ACTION: Reconfigure parameters NUOCAL, NREMOTE, and/or 
NBUF with correct values. 

REFERENCE Administration Guide. 

MATERIAL: 
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MESSAGE: OS: Warning: Call to the “eval _hdr()" Function. 
DESCRIPTION: _ The function eval_hdr() was called. 
PROBABLE An Internal RFS error has occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
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12549 


MESSAGE: OS: Warning: File System Threshold Reached on Device x, 
y. 
DESCRIPTION: The amount of free space left in the file system, located on 


device x, y, is below the configured threshold. x and y are 
the major and minor numbers, respectively, that identify the 


device. 
PROBABLE Given a reasonable threshold value, either very little disk 
CAUSE: space is left on device x, y or the file system has become 
corrupted. 
ACTION: Perform the following command: 
Is -1 /dev 


to match a major and minor number to a device name. 


Once the file system is identified, check the file system 
(fsck) and check the usage of the disk (df). 


REFERENCE User’s Reference Manual. 
MATERIAL: 
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MESSAGE: OS: Warning: MAXISGROW too low - Adjusted to N 


DESCRIPTION: The parameter MAXISGROW, which specifies maximum 
stack growth, is too low. The kernel adjusted 
MAXISGROW to N for a successful system start up. 


PROBABLE MAXISGROW was set to a very low value when the 

CAUSE: kernel was linked. 

ACTION: Relink the kernel with MAXISGROW set to a reasonable 
value. 

REFERENCE Administration Guide. 

MATERIAL: 
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MESSAGE: OS: Warning: Multibus Timeout or DMA Error. Module 
status port 0xM. Device activity 0xN. 


DESCRIPTION: —Anerror occurred on a multibus access to local system 
memory. M identifies the value of the module status port. 
N identifies what the device was doing when the error 


occurred. 
PROBABLE A hardware error occurred, possibly the Processor Memory 
CAUSE: Controller (PMC). 
ACTION: Contact your Unisys Service Representative. 
RErERENCE None. 


MATERIAL: 
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MESSAGE: OS: Warning: Cache Parity Error. Cache disabled; 
Module Status Port OxN. 


DESCRIPTION: — The processor detected a parity error on an external cache 
access. M identifies the value of the module status port. 


PROBABLE The PMC III Cache hardware may be faulty. 

CAUSE: 

ACTION: If the problem persists, contact your Unisys Service 
Representative. 

REFERENCE None. 

MATERIAL: 
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O/S Messages 


12553 


MESSAGE: OS: Warning: Block Device Error. Unrecovered NON-I/O 
Operation: Device x, Retry Count y. 
DESCRIPTION: _ A disk driver received an I/O error from the disk controller. 


x identifies the device experiencing the error. y identifies 
the number of times the I/O operation was retried. 


PROBABLE Either an internal disk drive error or a hardware 
CAUSE: controller failure occurred. 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 
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MESSAGE: OS: Warning: Block device error. Unrecovered READ 
operation: device x, Retry Count y. 


DESCRIPTION: — A media block device driver received an I/O error on a read 
operation from the controller. x identifies the device 
experiencing the error. y identifies the number of times the 
I/O operation was retried. 


PROBABLE This could be caused by a bad block on the media or a 
CAUSE: controller hardware failure. 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 
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MESSAGE: OS: Warning: Block device error. Unrecovered WRITE 
operation: Device x, Retry Count y. 


DESCRIPTION: — A media block device driver received an I/O error on a 
write operation from the disk controller. x identifies the 
device experiencing the error. y identifies the number of 
times the I/O operation was retried. 


PROBABLE Either the media has a bad block or the controller 
CAUSE: experienced a hardware failure. 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


UP-14803 2-77 


O/S Messages 


12557 


MESSAGE: OS: Warning: Cannot flush incore log records. 


DESCRIPTION: During a system halt, memory could not be allocated when 
writing system error records to the system error log. 


PROBABLE Cannot be determined. This error occurs only when the 
CAUSE: system is halting. 

ACTION: Refer to the original Halt message for more information. 
REFERENCE None. 

MATERIAL: 
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MESSAGE: OS: Warning: HPSIO: Controller at 0xN not responding. 


DESCRIPTION: The wait limit has been reached while the kernel was 
attempting to arbitrate a command to the HPSIO. N is the 
address value of the HPSIO controller. 


PROBABLE An internal error has occurred on the HPSIO controller. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 
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Ww 

MESSAGE: OS: Warning: HPTYV: chan N is a data link and should be 

being read. 
DESCRIPTION: — An attempt was made to read from HPSIO channel N as a 

character device after it had been opened as a STREAMS 

device. 
PROBABLE An active connection exists for HPSIO channel N. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 

Ww 
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tc 

MESSAGE: OS: Warning: HPTV: chan N is a data link and should be 
being written. 

DESCRIPTION: An attempt was made to write on HPSIO channel N as a 
character device after it had been opened as a STREAMS 
device. 

PROBABLE An active connection exists for HPSIO channel N. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 

REFERENCE None. 

MATERIAL: 

cy 
a 
UP-14803 2-81 


a — cere nn Ee 


O/S Messages 


13010 
MESSAGE: OS: Warning: SXT cannot allocate link buffers. 
DESCRIPTION: Not enough memory is available to allocate shell layers link 
buffers. 
PROBABLE There is an extremely heavy load on the system. 
CAUSE: 
ACTION: Fither decrease the system load or tune the kernel to swap 


more memory pages. 


REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: OS: Warning: ssxt isr: Unrecognized command 
DESCRIPTION: — An unknown shell layer’s HPSIO command was returned 
from the HPSIO board. 
PROBABLE An internal HPSIO error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
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MESSAGE: OS: Warning: Parallel Printer Is Not On-Line. 
DESCRIPTION: _ The parallel printer is not set up to print; it is not on-line. 
PROBABLE The printer on-line switch is not on, or the printer does not 
CAUSE: have power. 
ACTION: Make sure the printer has power, and turn on the on-line 

switch. 

REFERENCE Operation Guide. 
MATERIAL: 


2-84 UP-14803 


O/S Messages 
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MESSAGE: OS: Warning: Parallel Printer Is Out of Paper. 
DESCRIPTION: _ The printer does not have any paper. 
PROBABLE The printer does not have any paper, is not on-line, or is 
CAUSE: shut off. 
ACTION: Add paper to the printer. Make sure the printer is powered 


up, on-line, and connected to the unit. 


REFERENCE Operation Guide. 
MATERIAL: 


UP-14803 2-85 


O/S Messages 
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MESSAGE: OS: Warning: Parallel Printer Has Faulted. 


DESCRIPTION: _ The parallel printer interface has encountered an error 
attempting to print. 


PROBABLE The printer may be powered off or be off-line. There could 
CAUSE: also be a problem with the parallel printer chip. 
ACTION: Enable the printer and make sure it is on-line. Run 


diagnostics (Level 0’s, Level 1’s) on the parallel printer chip. 


REFERENCE Operation Guide. 
MATERIAL: 
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MESSAGE: OS: Error: No More Swap Space. 
DESCRIPTION: _ The system requires more swap space than it actually has. 
PROBABLE Too many processes are writing information to the swap 
CAUSE: space. 
ACTION: Either increase the system swap space by adding swap 


partitions or reduce the load on the system. 


REFERENCE Administration Guide. 
MATERIAL: 
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MESSAGE: OS: Error: SUS Error Log Write. 


DESCRIPTION: _ The kernel received a bus error during a startup subsystem 
(SUS) error log write. 


PROBABLE An unexpected SUS error occurred. This is a serious error 
CAUSE: because errors are not being logged. 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


2-88 UP-14803 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 
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15002 


OS: Error: SUS Error Log Read. 


The kernel received a bus error during a startup subsystem 
(SUS) error log read. 


The p-bus submodule is bad, or the connection between the 
p-bus and logic module is faulty. 

This is a serious error since it means that errors are not 
being logged. 

Contact your Unisys Service Representative. 


None. 
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MESSAGE: OS: Error: Map (0xL) Overflow; Lost M Items at 0xN. 


DESCRIPTION: _ The specified number of items, M, were lost on map L. L is 
the address of the map, and N is the entry in the map. The 
name of the map may be found using crash(1). 


PROBABLE The number of entries that can be entered in the map is too 
CAUSE: low for the system load. 
ACTION: Increase the maximum number of map entries for the 


appropriate map. 


REFERENCE Administration Guide. 
MATERIAL: 
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15004 


MESSAGE: OS: Error: ST Fragment Map Overflow; Lost Entry. 


DESCRIPTION: _ A page of kernel memory was lost because the segment 
table (ST) fragment map overflowed. 


PROBABLE The system parameter NFSTMAP is too low. 

CAUSE: 

ACTION: Increase the maximum number of segment table fragment 
map entries by increasing the kernel configuration 
parameter NFSTMAP. 

REFERENCE Administration Guide. 

MATERIAL: 
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15005 


MESSAGE: OS: Error: Possible Lost Page OxN. 


DESCRIPTION: After page N was locked for a DMA operation, that page 
could not be found. 


PROBABLE An internal kernel error has occurred. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATFPtAL;: 
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15006 


MESSAGE: OS: Error: Bad DMA Base 0xN. 


DESCRIPTION: After a DMA operation, a page accessed and/or modified 
by the operation could not be found. N is the base at which 


DMA occurs. 
PROBABLE An internal kernel error has occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
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15007 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-94 


OS: Error: Region Table Overflow. 
The number of region table entries was exceeded. 


The number of processes on the system has exceeded the 
maximum number permitted, or more shared memory 
attaches were performed than the current system 
configuration permits. 


Increase the kernel configuration parameter NREGION. 
Administration Guide. 
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15008 


MESSAGE: OS: Error: TOD Read Timeout. 


DESCRIPTION: The kernel could not gain access to the Time-of -Day 
(TOD) device in the maximum allotted time. 


PROBABLE The TOD device is faulty. 

CAUSE: 

ACTION: Contact your Unisys Service Representative to replace the 
TOD device. 

REFERENCE None. 

MATERIAL: 
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15009 
MESSAGE: OS: Error: Spurious Programmable Interrupt. 
DESCRIPTION: — A programmable interrupt was received from an unknown 

source. 

PROBABLE An internal kernel error occurred; a kernel module or 
CAUSE: driver wrote over memory. 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 


MATERIAL: 


2-96 UP-14803 


O/S Messages 


15010 


MESSAGE: OS: Error: Can’t Allocate Message Buffer. 


DESCRIPTION: At start-of-day not enough System Page Table (SPT) space 
could be allocated for the message buffers. 


PROBABLE The SPT map was not large enough to allocate these 
CAUSE: message buffers. 
ACTION: Increase the size of the SPT map by increasing the kernel 


configuration parameter SPTSIZE. 


REFERENCE Administration Guide. 
MATERIAL: 


UP-14803 2-97 


O/S Messages 


15011 


MESSAGE: OS: Error: Non-Installed Ethernet Interrupt. 


DESCRIPTION: _ An interrupt was received from the Ethernet hardware 
without the Ethernet driver being configured into the kernel. 


PROBABLE A serious hardware or software failure has occurred. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


2-98 UP-14803 


O/S Messages 


15012 
c™ 
MESSAGE: OS: Error: Non-Installed Ethernet ByteRouter Interrupt. 
| DESCRIPTION: A ByteRouter interrupt was received from the ByteRouter 
| Ethernet channel(s) without the Ethernet driver being 
configured into the kernel. 
PROBABLE A serious hardware or software failure has occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
| on” 
c™ 


UP-14803 2-99 


O/S Messages 


15013 


MESSAGE: OS: Error: Non-Installed Flex Interrupt. 


DESCRIPTION: — An interrupt was received from the flexible disk hardware 
without the flexible disk driver being configured into the 


kernel. 
PROBABLE A serious hardware or software failure has occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


2-100 UP-14803 


O/S Messages 


15014 


MESSAGE: OS: Error: Non-Installed Flex ByteRouter Interrupt. 


DESCRIPTION: A ByteRouter interrupt was received from the ByteRouter 
flexible disk channel(s) without the flexible disk driver being 


configured into the kernel. 
PROBABLE A serious hardware or software failure has occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-101 


O/S Messages 


15015 


MESSAGE: OS: Error: Non-Installed Printer Interrupt. 


DESCRIPTION: _ An interrupt was received from the printer hardware 
without the printer driver being configured into the kernel. 


PROBABLE A serious hardware or software failure has occurred. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


2-102 UP-14803 


O/S Messages 


15016 


MESSAGE: OS: Error: Non-Installed Printer ByteRouter Interrupt. 


DESCRIPTION: A ByteRouter interrupt was received from the ByteRouter 
printer channel(s) without the printer driver being 


configured into the kernel. 
PROBABLE A serious hardware or software failure has occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-103 


O/S Messages 


15017 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-104 


OS: Error: Non-Installed SCSI Interrupt. 


An interrupt was received from the SCSI hardware without 
the SCSI driver being configured into the kernel. 


A serious hardware or software failure has occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


15018 
co 
MESSAGE: OS: Error: Non-Installed SCSI ByteRouter Interrupt. 
DESCRIPTION: A ByteRouter interrupt was received from the ByteRouter 
SCSI channel(s) without the SCSI driver being configured 
into the kernel. 
PROBABLE A serious hardware or software failure has occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
cf” 
a 


UP-14803 2-105 


O/S Messages 
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15019 


MESSAGE: OS: Error: Non-Installed Hard Disk Interrupt. 


DESCRIPTION: An interrupt was received from the disk hardware without 
the disk driver being configured into the kernel. 


PROBABLE A serious hardware or software failure has occurred. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


2-106 UP-14803 


O/S Messages 


15020 


MESSAGE: OS: Error: Non-Installed Hard Disk ByteRouter Interrupt. 


DESCRIPTION: A ByteRouter interrupt was received from the ByteRouter 
disk channel(s) without the disk driver being configured into 


the kernel. 
PROBABLE A serious hardware or software failure has occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-107 


O/S Messages 
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15021 


MESSAGE: OS: Error: TOD Write Timeout. 


DESCRIPTION: The kernel could not gain access to the time-of-day (TOD) 
device in the allotted time. 


PROBABLE The TOD device is bad. 

CAUSE: 

ACTION: Contact your Unisys Service Representative to replace the 
TOD. 

REFERENCE None. 

MATERIAL: 


2-108 UP-14803 


_ O/S Messages 


15022 


MESSAGE: OS: Error: Can’t Dump Core. 


DESCRIPTION: _ A process attempting to dump core experienced the error 
because it could not allocate a single page of memory 


needed. 
PROBABLE Not enough memory was available. 
CAUSE: 
ACTION: Either reduce the load on the system or increase the 


amount of memory available for general use. 


REFERENCE Administration Guide. 
MATERIAL: 


UP-14803 2-109 


O/S Messages 


15023 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-110 


OS: Error: Too Many Buffers Configured; Truncated From 
M To N. 


All of the 4 kilobyte buffers requested were not allocated. 
The number of buffers was truncated from the requested 
value M to N. 


Too many 4 kilobyte buffers were configured for successful 
allocation. 


Lower the kernel configuration parameter NBUF. 
Administration Guide. 


UP-14803 


Uo 


O/S Messages 


15024 


MESSAGE: OS: Error: Too Many Small Buffers Configured; Truncated 
From M To N. 


DESCRIPTION: _ AIl of the 1 kilobyte buffers requested were not allocated. 
The number of buffers was truncated from M to N. 


PROBABLE Too many 1 kilobyte buffers were configured for successful 
CAUSE: allocation. 

ACTION: Lower the kernel configuration parameter NSBUF. 
REFERENCE Administration Guide. 

MATERIAL: 


UP-14803 ere 


O/S Messages 


15025 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-112 


OS: Error: Non-Installed MPCC Mailbox Interrupt. 


An interrupt was received from the Multi-Protocol 
Communication Controller (MPCC) hardware without the 
MPCC driver being configured into the kernel. 


A serious hardware or software failure has occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


15026 
ce” 
MESSAGE: OS: Error: Generic Kernel Error. 
DESCRIPTION: This error report is used by the generic error logging 
routine. 
PROBABLE The probable cause of the error depends on the error 
CAUSE: reported. 
ACTION: What action to take depends on the error reported. 
REFERENCE None. 
MATERIAL: 
cy 
Cy 


UP-14803 2-113 


O/S Messages 


15028 


MESSAGE: OS: Error: PID N Killed Due to a Page Fault Read Error. 


DESCRIPTION: — The process, with a process identification number (PID) of 
N, was killed because of an unrecovered error from a driver 
while demand-paging a program from the disk. 


PROBABLE Either the disk is bad or a block on the disk is bad. 
CAUSE: 
ACTION: If a block is bad, mark it as bad with a maintenance format. 


Otherwise, contact your Unisys Service Representative. 


REFERENCE None. 
MATERIAL: 


2-114 UP-14803 


O/S Messages 


15029 
c~ 
MESSAGE: OS: Error: Couldn’t Allocate Swap to Page a Page/DBD 
Table. 
DESCRIPTION: While attempting to write a page and disk block descriptor 
(DBD) table to the swap area, the scheduler could not 
immediately find enough swap space to perform the 
operation. 
PROBABLE There is too heavy a load on the system. 
CAUSE: 
ACTION: Either increase the system swap space or reduce the system 
load. 
REFERENCE Administration Guide. 
MATERIAL: 
a 
cr 


UP-14803 2-115 


O/S Messages 


15030 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REPERENCE 
MATERIAL: 


2-116 


OS: Error: Abort of ByteRouter M, Channel N Failed. 


An attempted abort of ByteRouter M and channel N failed. 
The status of the DMA transfer is unknown. 


A hardware failure occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


15031 

MESSAGE: OS: Error: Generic User Error. 
DESCRIPTION: _ This report logs a generic user error asserted by the 

sys32(2) interface. 
PROBABLE The probable cause depends upon the error message. 
CAUSE: 
ACTION: What action to take depends upon the error message. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-117 


O/S Messages 


15032 


MESSAGE: OS: Error: Stray Exception Occurred; Tally: K; VO: 
0xLLLL, SR: 0xMMMM, PC: 0xNNNN. 


DESCRIPTION: _ A stray exception occurred. 


PROBABLE A stray interrupt occurred originating from a defective 

CAUSE: multibus board. 

ACTION: If this problem persists, contact your Unisys Service 
Representative. 

REFERENCE None. 

MATERIAL: 


2-118 UP-14803 


O/S Messages 


15040 


MESSAGE: OS: Error: Tally Threshold. 


DESCRIPTION: _ The tally daemon has detected a threshold condition and 
logged it through the sys32(2) interface. 


PROBABLE A hardware failure occurred. 

CAUSE: 

ACTION: If this problem persists, contact your Unisys Service 
Representative. 

REFERENCE None. 

MATERIAL: 


UP-14803 2-119 


O/S Messages 


15041 


MESSAGE: OS: Error: Driver-specific message. 


DESCRIPTION: _ A value-added driver, user driver, or module was added to 
the kernel that called the kernel generic error 
reporting/logging routine cmn_err(). The message string for 
this error is supplied by the driver/module. 


PROBABLE The cmn_err() routine should provide a message describing 
CAUSE: the error condition. 
ACTION: What action to take depends on the nature of the error. 


Contact your Unisys Service Representative. 


REFERENCE None. 
MATERIAL: 


2-120 UP-14803 


O/S Messages 
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15500 


MESSAGE: OS: Error: HPSIO: Controller at 0xN not responding. 
Interrupt Vector Register caused bus error when accessed. 
Board taken out of service. 


DESCRIPTION: A Bus Error occurred while initializing the Interrupt Vector 
Register of the HPSIO controller. N is the address value of 
the HPSIO controller. 


PROBABLE A hardware error has occurred with the PMC/HPSIO 
CAUSE: interface. 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


UP-14803 2-121 


O/S Messages 
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15501 


MESSAGE: OS: Error: HPSIO: Controller at 0xM not responding. 
Firmware error code = N 


DESCRIPTION: The HPSIO controller has failed to properly initialize itself 
in preparation for software download. M is the address 
value of the HPSIO controller. N is the firmware error 


value. 
PROBABLE A hardware error has occurred with the HPSIO controller. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


9-122 UP-14803 


O/S Messages 


pe nn 


15502 
a 
MESSAGE: OS: Error: HPSIO: Controller at 0xM failed level 0 
diagnostics. Firmware error code = N. 
DESCRIPTION: The initial powerup diagnostics on the HPSIO controller 
have failed. M is the address value of the HPSIO 
controller. N is the firmware error value. 
PROBABLE A hardware error has occurred on the HPSIO controller. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
cc” 
a 


UP-14803 2-123 


O/S Messages 


15503 


MESSAGE: OS: Error: HPSIO: Controller at 0xM failed loading 
software. REASON N: <str>. 


DESCRIPTION: — An error occurred while attempting to download software to 
the HPSIO controller. M is the address value of the HPSIO 
controller. N is the firmware error value. 


PROBABLE An internal kernel error has occurred, or an internal error 
CAUSE: on the HPSIO controller has occurred. 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


9-194 UP-14803 


O/S Messages 


15504 


MESSAGE: OS: Error: HPSIO: Controller at 0xM returned an invalid 
command at iopb address 0xN. 


DESCRIPTION: The kernel received an unexpected command from the 
HPSIO controller. 


PROBABLE An internal error has occurred on the HPSIO controller. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


UP-14803 2-125 


O/S Messages 


15505 


MESSAGE: OS: Error: HPSIO: Board at 0xN fatal error count 
exceeded. Board taken out of service. 


DESCRIPTION: The number of fatal errors for the controller has exceeded 
5. The controller is no longer recognized as a functioning 
device. N is the address value of the controller. 


PROBABLE An internal error has occurred on the HPSIO controller. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


2-126 UP-14803 


O/S Messages 


15810 


MESSAGE: HPSIO: Board at M returned an invalid iopb value, N. 


DESCRIPTION: _ An interrupt was received from the HPSIO board at 
address M. The board’s mailbox register contained an 


invalid iopb address, N. 
PROBABLE The HPSIO board or its on-board software failed. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 A 2-126a 


O/S Messages 


15811 


MESSAGE: HPSIO: Board at M encountered fatal error. 
TYPE:S PC =N DCFA = X 


DESCRIPTION: The HPSIO processor at board address M encountered a 
fatal exception error of type S. N is the value of the 
program counter (PC) where the exception occurred. X is 
the data cycle fault address (DCFA) value. 


PROBABLE The HPSIO board or its on-board software failed. 
CAUSE: 
ACTION: The software is reloaded automatically. If the error 


reoccurs, contact your Unisys Service Representative. 


REFERENCE None. 
MATERIAL: 


2-126b UP-14803 A 


O/S Messages 


15812 
MESSAGE: HPSIO: Power fail interrupt. 
DESCRIPTION: The HPSIO processor received a powerfail interrupt signal. 
PROBABLE The power to the HPSIO board or the bus faltered for 
CAUSE: a moment. 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 A 2-126c 


O/S Messages 


15813 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-126d 


HPSIO: Timeout table overflow. 


The internal timeout table on the HPSIO board became 


larger than its limits. 


The HPSIO on-board software experienced a repetitive 


timeout condition. 


The software is reloaded automatically. If the error 
reoccurs, contact your Unisys Service Representative. 


None. 


UP-14803 A 


O/S Messages 


17500 


MESSAGE: OS: Halt: "getblk" Asserted with Device OxNNNN. 


DESCRIPTION: The getb/k() routine was asserted with an illegal device 
specified. The device number is NNNN. 


PROBABLE An internal kernel/driver error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 


REFERENCE None. 


UP-14803 2-127 


O/S Messages 


17501 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 
REFERENCE 


2-128 


OS: Halt: Illegal Hash in "getblk"; Device 0OXMMMM, 
Block 0xN. 


The buffer hash algorithm was asserted with an illegal 
device and/or block number. The device number is 
MMMM, and the block number is N. 


An internal kernel error occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


17502 


MESSAGE: OS: Halt: Timeout Table Overflow. 


DESCRIPTION: The number of kernel routines requesting timer services 
exceeded the maximum number of entries in the configured 
timeout table. 


PROBABLE Drivers that use timer services were added to the kernel 
CAUSE: without a corresponding increase in timeout table entries. 
ACTION: Increase the number of timeout table entries by increasing 


the kernel configuration parameter NCALL. 


REFERENCE Administration Guide. 
MATERIAL: 


UP-14803 2-129 


O/S Messages 


17503 
MESSAGE: OS: Halt: Process Exists on Run Queue. 
DESCRIPTION: _ A process to be put on the run queue was already on the 
run queue. 
PROBABLE An internal kernel error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


2-130 UP-14803 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 


O/S Messages 


17504 


OS: Halt: No "exec" Stack. 


During an exec(2) system call, the stack region of the 
asserting process could not be found. 


An internal kernel error occurred. 


Contact your Unisys Service Representative. 


None. 


2-131 


O/S Messages 


17505 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-132 


OS: Halt: Bad DBD Type. 


A page fault occurred for an undefined disk block 
descriptor (DBD) type. 


An internal kernel error occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


17506 


MESSAGE: OS: Halt: No Process Slots. 


DESCRIPTION: A fork(2) system call was attempted but failed for a system 
process (i.¢., a kernel-level start-of-day daemon such as 
sched, vhand, or bdflush) because there were not enough 
process slots. 


PROBABLE The kernel was misconfigured with an extremely small 
CAUSE: number of process slots. 
ACTION: Reconfigure a kernel with the kernel configuration 


parameter NPROC set to at least 20. 


REFERENCE Administration Guide. 
MATERIAL: 


UP-14803 2-133 


O/S Messages 


17507 


MESSAGE: OS: Halt: Process Duplication Failed. 


DESCRIPTION: _ A fork(2) system call was attempted but failed for a system 
process (1.e., a kernel-level start-of-day daemon such as 
sched, hand, or bdflush) because of an error during the 


attempt. 
PROBABLE The kernel is misconfigured or there is a bad startup 
CAUSE: subsystem (SUS) click map. 
ACTION: Perform a system startup using a default kernel. If the error 


occurs again, contact your Unisys Service Representative. 


REFERENCE None. 
MATERIAL: 


2-134 UP-14803 


O/S Messages 


17508 


MESSAGE: OS: Halt: Modified Page Removal Failed. 


DESCRIPTION: Anerror occurred while attempting to remove a modified 
page from the internal data structures of the kernel. 


PROBABLE An internal kernel error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


UP-14803 2-135 


O/S Messages 


17509 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-136 


OS: Halt: Region Count List Overflow. 
The region count list overflowed. 


An internal kernel error occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


17510 


MESSAGE: OS: Halt: Mounted on Non-Resident Inode. 


DESCRIPTION: While trying to mount a file system, the inode of the file 
system could not be found in the mount table. 


PROBABLE An internal kernel error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


UP-14803 2-137 


O/S Messages 


17511 
MESSAGE: OS: Halt: Swap Initialization. 
DESCRIPTION: At start-of-day, the attempt to add the main swap partition 
failed. 
PROBABLE The open of the specified swap partition failed. 
CAUSE: 
ACTION: Check the swapdev device in the configuration file. If it is 


not corrupted, then there is either a controller or media 
problem. Contact your Unisys Service Representative. 


REFERENCE None. 
MATERIAL: 


2-138 UP-14803 


O/S Messages 


17512 
MESSAGE: OS: Halt: Icode Copy. 
DESCRIPTION: At start-of-day, the very first page fault to create the pre-init 
process failed. 
PROBABLE A serious hardware failure occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-139 


O/S Messages 


17514 


MESSAGE: OS: Halt: Duplicate Page. 


DESCRIPTION: _ A page was to be inserted on the hash chain that already 
existed on the hash chain. 


PROBABLE An internal kernel error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


2-140 UP-14803 


O/S Messages 


17516 


MESSAGE: OS: Halt: ST Fragment Map Overflow. 


DESCRIPTION: The segment table (ST) fragment map overflowed when a 
new half-click was going to be inserted into it. 


PROBABLE A lot of process creation and deletion is being performed 

CAUSE: on the system, and the kernel configuration parameter 
NFSTMATP is too low. 

ACTION: Increase the size of the segment table map by increasing the 


kernel configuration parameter NFSTMAP. 


REFERENCE Administration Guide. 
MATERIAL: 


UP-14803 2-141 


O/S Messages 


17517 


MESSAGE: OS: Halt: ST Fragment Map Underflow. 


DESCRIPTION: The segment table (ST) fragment map was inconsistent with 
various tracking parameters. 


PROBABLE An internal kernel error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


2-142 UP-14803 


O/S Messages 


17518 


MESSAGE: OS: Halt: PFD Construction. 


DESCRIPTION: — During the start-of-day construction of the page frame data 
(PFD) structure, the startup subsystem (SUS) memory map 
was found to have an error. 


PROBABLE The SUS memory map was constructed with errors. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


UP-14803 2-143 


O/S Messages 


17519 


MESSAGE: OS: Halt: I/O Error in Swap, buffer 0xK, block L, count 
M, error N. 


DESCRIPTION: _—Anerror was returned by a driver when the kernel 
attempted to either read or write a page to swap. K, L, M, 
and N identify the buffer, the logical block number of the 
swap partition, the transfer size, and the error number, 


respectively. 

PROBABLE A media error occurred on the swap partition. 

CAUSE: 

ACTION: Obtain the physical block number from the system error log. 
Perform a maintenance format on the disk and mark the 
bad block. 

REFERENCE Administrator’s Reference Manual, format(1M). 

MATERIAL: 


2-144 UP-14803 


O/S Messages 


17523 
c~ 
MESSAGE: OS: Halt: ST To Be Loaded Is Not Resident. 
DESCRIPTION: _ A region from which a segment table (ST) was to be loaded 
has been swapped and is not resident in memory. 
PROBABLE An internal kernel error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
o 
ct 


UP-14803 2-145 


O/S Messages 
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MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-146 


OS: Halt: SPT Space Allocation. 


At start-of-day, the initial allocation of System Page Table 
(SPT) space from the startup subsystem (SUS) click map 
failed. 


This message only appears when an attempt to allocate 
some minimum amount of SPT space fails. 


Too many bad clicks were found by SUS. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 


O/S Messages 


17526 


OS: Halt: Initial Udot Allocation. 


At start-of-day, one page of memory for the scheduler user 
structure could not be allocated. 


(The user structure has variables that begin with "u." and is 
referred to as a "udot.") 


Too much System Page Table (SPT) space is configured, or 
startup subsystem (SUS) found too many bad clicks of 
memory. 


Decrease the amount of SPT space. If this does not solve 
the problem, contact your Unisys Service Representative. 


Administration Guide. 


2-147 


O/S Messages 


17527 
MESSAGE: OS: Halt: Memory Map Address Error. 
DESCRIPTION: The startup subsystem (SUS) memory map is not configured 
correctly. 
PROBABLE An internal SUS error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


2-148 UP-14803 


O/S Messages 


17528 
MESSAGE: OS: Halt: Memory Map Size Error. 
DESCRIPTION: _ The startup subsystem (SUS) memory map is not configured 
correctly. 
PROBABLE An internal SUS error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-149 


O/S Messages 


17529 


MESSAGE: OS: Halt: "MAXPMEM" Not Reached. 


DESCRIPTION: _ At start-of-day, the startup subsystem (SUS) memory map 
was found to be faulty when memory was reduced because 
of the MAXPMEM kernel configuration parameter. 


PROBABLE An internal SUS/kernel error occurred. 

CAUSE: 

ACTION: For an immediate solution, try setting MAXPMEM to its 
default value of 0. Contact your Unisys Service 
Representative. 

REFERENCE Administration Guide. 

MATERIAL: 


2-150 UP-14803 


O/S Messages 


17530 
cy 

MESSAGE: OS: Halt: Page Frame Allocation. 

DESCRIPTION: At start-of-day, the allocation of the page frame data 
structure from the startup subsystem (SUS) memory map 
failed. 

PROBABLE The SUS memory map is faulty, or SUS found too many bad 

CAUSE: clicks of memory. 

ACTION: Contact your Unisys Service Representative. 

REFERENCE None. 

MATERIAL: 

ce 
tc 
UP-14803 2-151 
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O/S Messages 


17531 


MESSAGE: OS: Halt: Page Hash Allocation. 


DESCRIPTION: At start-of-day, the page hash data structure was not 
allocated from the startup subsystem (SUS) memory map. 


PROBABLE The SUS memory map is faulty, or SUS found too many bad 
CAUSE: clicks of memory. 

ACTION: Contact your Unisys Service Representative. 

REFERENCE None. 

MATERIAL: 


2-152 UP-14803 


O/S Messages 


LiDO2 


MESSAGE: OS: Halt: Pregion Table Allocation. 


DESCRIPTION: _ At start-of-day, the page frame data structure was not 
allocated from the startup subsystem (SUS) memory map. 


PROBABLE The SUS memory map is faulty, or SUS found too many bad 
CAUSE: clicks of memory. 

ACTION: Contact your Unisys Service Representative. 

REFERENCE None. 

MATERIAL: 


UP-14803 2-153 


O/S Messages 


17533 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-154 


Ww 
OS: Halt: Initial ST Allocation. 
At start-of-day, a Segment Table (ST) could not be 
allocated for the scheduler. 
Not enough memory is available. 
Increase available memory by reconfiguring the kernel. 
Administration Guide. 
ww 
Ww 


UP-14803 


O/S Messages 


17534 
a 
MESSAGE: OS: Halt: Scheduler Stack Region Allocation. 
DESCRIPTION: At start-of-day, the stack region could not be allocated for 
the scheduler. 
PROBABLE Not enough memory is available. 
CAUSE: 
ACTION: Increase available memory by reconfiguring the kernel. 
REFERENCE Administration Guide. 
MATERIAL: 
a 
= 


UP-14803 2-155 


O/S Messages 


17535 


MESSAGE: OS: Halt: Stackless Zombie. 


DESCRIPTION: After a zombie was killed, the stack region of the zombie 
process could not be found. 


PROBABLE An internal kernel error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATFRTIAL: 


2-156 UP-14803 


O/S Messages 


17537 
MESSAGE: OS: Halt: Text Allocation Bad Magic. 
DESCRIPTION: — A bad magic number was found in a process during shared 
text allocation. 
PROBABLE An internal kernel error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-157 


O/S Messages 


17538 


MESSAGE: OS: Halt: Trap Not Expected, VO 0xLLLL, PC 0xM, SR 
OxNNNN. 


DESCRIPTION: An exception event occurred in the kernel. This message is 
the general report for all hardware/kernel errors. The 
Vector Offset (VO) value is LLLL, the Program Counter 
(PC) is M, and the Status Register (SR) is NNNN. 


PROBABLE The probable cause of the error depends upon the trap that 
CAUSE: was received. 

ACTION: Contact your Unisys Service Representative. 

REFERENCE None. 

MATERIAL: 


2-158 UP-14803 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 


O/S Messages 


17539 


OS: Halt: Uninstalled Package. 


This message is output when a non-installed package 1s 
asserted. 


A non-installed package was asserted. 


Contact your Unisys Service Representative. 


None. 


2-159 


O/S Messages 


17540 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-160 


OS: Halt: Can’t Allocate Character Buffers. 


At start-of-day, the allocation of System Page Table (SPT) 
space for the tty c-list structures failed. 


The kernel does not have enough SPT space. 


If possible, reboot a kernel known to be error-free and 
reconfigure the suspect kernel by: 


e Reducing the amount of SPT space needed by other 
drivers and/or modules 


e Increasing the SPT space by increasing the kernel 
configuration parameter SPTSIZE 


Administration Guide. 


UP-14803 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 


O/S Messages 


17542 


OS: Halt: “duinit" Not Found in "fstypsw." 


The Distributed Unix (du) file system is not in the file 
system switch table. This file system time is a feature of 
RFS. 


The module du has not been configured into the system. 
Add du to the system.xxx file and re-link the operating 


system. 


Administration Guide. 


2-161 


O/S Messages 


17544 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-162 


OS: Halt: Cache Parity Error. 
A parity error occurred on an access of cache memory. 


The cache hardware may be faulty. 
If the problem persists, contact your Unisys Service 


Representative. 


None. 


UP-14803 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 


O/S Messages 


17545 


OS: Halt: Allocated Entry in "sSinode" Free List. 
The free list contained an entry that was already allocated. 


An internal kernel error occurred. 


Contact your Unisys Service Representative. 


None. 


2-163 


O/S Messages 


17546 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-164 


OS: Halt: Null "fs" Pointer in "sSiput." 


A null file system pointer was detected in the inode write 
routine. 


An internal kernel error occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


17547 


MESSAGE: OS: Halt: FIFO Inode Address Greater Than 2 24. 


DESCRIPTION: The file size of a pipe (| ) inode, found in the in-core inode 
table, is too large. 


PROBABLE An internal kernel error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


UP-14803 2-165 


O/S Messages 
Seti ait i nl ac a i Se 


17548 
MESSAGE: OS: Halt: Inode Address Greater Than 2 ~ 24. 
DESCRIPTION: The file size of an inode, found in the in-core inode table, is 
too large. 
PROBABLE An internal kernel error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


2-166 UP-14803 


O/S Messages 


17549 


MESSAGE: OS: Halt: "sSinit" Not Found in "fstypsw." 


DESCRIPTION: At start-of-day, the file system initialization routine was not 
located in the file system switch table. 


PROBABLE The kernel is not configured correctly. 
CAUSE: 
ACTION: Perform a startup with a default kernel and reconfigure the 


problem kernel. Configure the file system in the file system 
switch table at position 1. Ensure that no other file systems 
are at position 1. 


REFERENCE Administration Guide. 
MATERIAL: 


UP-14803 2-167 


O/S Messages 


17550 

MESSAGE: OS: Halt: Can’t Mount Root. 

DESCRIPTION: The attempt to read the superblock of the root device 
failed. 

PROBABLE The rootdev entry in the system configuration file is faulty, 

CAUSE: the file system is corrupted, or the root device media is 
faulty. 

ACTION: 1. Check the specification of the root device in the 

configuration file (normally 


/kernel/unisys/conf/systems/system.admin ). 


2. Use the maintenance flex/tape and attempt to repair 
the file system with fsck. If this is not possible, contact 
your Unisys Service Representative for help in getting 
any information off the disk. 


REFERENCE Administration Guide. 
MATERIAL: 


2-168 UP-14803 


O/S Messages 


17551 
MESSAGE: OS: Halt: Invalid Root. 
DESCRIPTION: The superblock of the root device was found to be invalid. 
PROBABLE The rootdev entry in the system configuration file is faulty, 
CAUSE: the file system is corrupted, or the root device media is 
faulty. 
ACTION: 1. Check the specification of the root device in the 


configuration file (normally 
/kernel/unisys/conf/systems/system.admin ). 


2. Use the maintenance flexible disk or tape and attempt 
to repair the file system with fsck. If this is not 
possible, contact your Unisys Service Representative 
for help in getting any information off the disk. 


REFERENCE Administration Guide. 
MATERIAL: 


UP-14803 2-169 


O/S Messages 


17552 


MESSAGE: OS: Halt: Can’t Allocate MPCC Window. 


DESCRIPTION: At start-of-day the attempt to allocate 64 kilobytes of 
memory for the MPCC window failed. 


PROBABLE Either there are too many bad clicks of memory or a 
CAUSE: startup subsystem (SUS) error occurred. 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


2-170 UP-14803 


O/S Messages 


17553 
MESSAGE: OS: Halt: Exec’ing "/etc/init." 
DESCRIPTION: The initial exec(2) of /etc/init at start-of-day failed. 
PROBABLE The /etc/init utility or the C shared library is either missing 
CAUSE: or corrupted. 
ACTION: Use the tape to mount the suspect disk, correct the problem 


using fsck, and copy a new version of /etc/init and any other 
necessary files. 


REFERENCE Administration Guide. 
MATERIAL: 


UP-14803 2-171 


O/S Messages 


17554 


MESSAGE: OS: Halt: Illegal SSW Value. 


DESCRIPTION: — During kernel bus error handling, an invalid value was 
found in the MC68020’s special status word (SSW) register. 


PROBABLE An internal error occurred in the MC68020 device. 
CAUSE: 
ACTION: Turn off the system and restart it. If the error occurs again, 


contact your Unisys Service Representative. 


REFERENCE None. 
MATERIAL: 


9-172 UP-14803 


O/S Messages 


17555 


MESSAGE: OS: Halt: Unknown Common Error Tag N. 


DESCRIPTION: A kernel module or drive asserted the kernel internal error 
reporting/logging routine with a non-defined error tag N. 


PROBABLE A user-written module or driver was added to the kernel 

CAUSE: with a call to kK_cmn_err() or d_cmn_err() without a tag 
defined in the appropriate .h file in the 
/usr/include/sys/messages directory. 


ACTION: Add the tag definition to the appropriate .h file. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-173 


O/S Messages 


17556 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-174 


OS: Halt: Unknown Common Error Tag N During Error 
Logging. 


A kernel module or driver asserted the kernel internal error 
logging routine with non-defined error tag N. 


A user-written module or driver was added to the kernel 
with a call to Jog cmn_err() without a tag defined in the 
appropriate .h file in the /usr/include/sys/messages 
directory. 


Add the tag definition to the appropriate .h file. 


None. 


UP-14803 


O/S Messages 


17557 


MESSAGE: OS: Halt: Couldn’t Lock Page; Invalid STE 0xN. 


DESCRIPTION: Ina GPTF kernel, a process requested that all of its pages 
be locked in main memory; however, the segment table of 
that process was invalid. N identifies the Segment Table 


Entry (STE). 
PROBABLE An internal kernel error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-175 


O/S Messages 


17558 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-176 


OS: Halt: Couldn’t Lock Page; PTE 0xN. 


A process attempting to lock itself in memory using the 
GPTF primitives could not lock one of its pages. N 
identifies the Page Table Entry (PTE). 


An internal kernel error occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


17559 


MESSAGE: OS: Halt: Couldn’t Break C/W Page; PTE 0xN. 


DESCRIPTION: While attempting to lock a page into physical memory 
through the GPTF primitives, the process could not write to 


the page. 
PROBABLE An internal kernel error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-1/7 


O/S Messages 


17561 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-178 


OS: Halt: Can’t Allocate Default Minimum Buffers. 


The kernel failed to allocate the default minimum number 
(4) of 4 kilobyte buffers from System Page Table (SPT) 
space during start-of-day processing. 


The kernel has too many modules using SPT space. 


Perform a startup with a default kernel and reconfigure the 
problem kernel. Redo the kernel configuration parameters 
which are causing SPT space to be misused, or increase the 
SPT space by increasing the SPTSIZE parameter. 


Administration Guide. 


UP-14803 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 


O/S Messages 


17562 


OS: Halt: Can’t Allocate Default Minimum Small Buffers. 


The kernel failed to allocate the default minimum number 
(1) of 1 kilobyte buffers from System Page Table (SPT) 
space during start-of-day processing. 


The kernel has too many modules using SPT space. 


Perform a startup with a default kernel and reconfigure the 
problem kernel. Redo the kernel configuration parameters 
which are causing SPT space to be misused or increase the 
SPT space by raising the SPTSIZE parameter. 


Administration Guide. 


2-179 


O/S Messages 


17563 


MESSAGE: OS: Halt: Parity Error at Address 0xK, Board #L; PC 
0xM, SR OxN. 


DESCRIPTION: | A memory parity error occurred on the specified DRAM 
board. The error can either be on bank #0 or bank #1. 


PROBABLE The problem could be a bad DRAM board, a bad 
CAUSE: logic module, a high degree of background electrical noise, 
or alpha particle emission. 


ACTION: Restart the system. If the problem persists, contact your 
Unisys Service Representative. 


REFERENCE None. 
MATERIAL: 


2-180 UP-14803 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 


O/S Messages 


17564 


OS: Halt: Error Reading from Install Device 0xM, Error 
N. 


The installation process detected an error while reading the 
phase 1 root file system from streaming tape to the in- 
memory file system. 


The installation tape is faulty, the tape drive is faulty, or the 
tape drive is not configured correctly. 


Restart the system and try to install again. If this is 
successful, the tape drive is causing intermittent errors and 
probably needs maintenance. If not, retry the installation 
with a new installation tape. 


None. 


2-181 


O/S Messages 


17566 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-182 


OS: Halt: Installation Attempted On 1M System. 


A tape installation was attempted on a system with only 1 
megabyte. 


A tape-based unit exists with only 1 megabyte of memory. 
This configuration is not correct. 


Install at least another 1M of memory. 


None. 


UP-14803 


O/S Messages 


17567 
MESSAGE: OS: Halt: Parity Error at Unknown Address; PC 0xM, SR 
OxNNNN. 
DESCRIPTION: A memory parity error occurred. 
PROBABLE The problem could be a bad DRAM board, a bad 
CAUSE: logic module, a high degree of background electrical noise, 


or alpha particle emission. 


Note: The most likely cause is the failure of the logic 


module. 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


UP-14803 2-183 


O/S Messages 


17568 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-184 


OS: Halt: Driver-specific message. 


A value-added driver, user driver, or module was added to 
the kernel that called the kernel generic error 
reporting/logging routine cmn_err(). The message string for 
this error is supplied by the driver/module. 


The cmn_err routine should provide a message that 
describes the error condition. 


What action to take depends upon the error message. 
Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


17569 


MESSAGE: OS: Halt: Generic "cmn_err" Tag For Level Not N Found. 


DESCRIPTION: The generic kernel error reporting routine cmn_err() was 
asserted with an unrecognized severity level. 


PROBABLE An internal kernel/driver error occurred. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


UP-14803 2-185 


O/S Messages 
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17570 


MESSAGE: OS: Halt: "rmount()" Inode Hit. 


DESCRIPTION: During the monitoring of a remote file system, the inode in 
use was found to be file system dependent. 


PROBABLE An internal RFS error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


2-186 UP-14803 


O/S Messages 


17571 


MESSAGE: OS: Halt: "rnamei()". 


DESCRIPTION: The action of traversing a remote RFS pathname failed due 
to internal data structure inconsistency. 


PROBABLE An internal RFS error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


UP-14803 2-187 


O/S Messages 


i512 


MESSAGE: OS: Halt: "rem_inode()" Cache Hit Error; Ip 0xK Fsptr 
OxL, Fstyp M, Gift 0xN. 


DESCRIPTION: A cache hit error was detected in RFS while the inode was 
being removed. 


PROBABLE An internal RFS error occurred. 

CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REDE ENCE None. 

MATERIAL: 


2-188 UP-14803 


O/S Messages 


ot 
a 
MESSAGE: OS: Halt: RFS Daemon Stack Growth Invalid, Tried To 
Grow N Pages. 
DESCRIPTION: At RFS start-of-day, the specified number of pages, N, was 
determined to be an invalid value. 
PROBABLE An internal RFS error occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
o~ 
- 


UP-14803 2-189 


O/S Messages 


17701 


MESSAGE: OS: Halt: No Page Block Freed. 


DESCRIPTION: When freeing up MMU resources, no page block was freed 
in the process. 


PROBABLE An internal kernel error has occurred. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


2-192 UP-14803 


O/S Messages 


17703 
MESSAGE: OS: Warning: Memory timeout or Double Bit Memory 
Error 
DESCRIPTION: A multiple bit ECC memory error occurred. 
PROBABLE A hardware error occurred. Either a memory board or the 
CAUSE: Processor Memory Controller (PMC) is faulty. 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
oO 
co 


UP-14803 2-193 


O/S Messages 


17704 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-194 


OS: Halt: No Context Freed. 


An MMU context was needed, but no context was 
deallocated. 


An internal kernel error has occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 


O/S Messages 


17705 


OS: Halt: Duplicate Allocation; Click 0xN, not zero. 


Click N, which had already been allocated, was found on the 
page free list. 


An internal kernel error has occurred. 


Contact your Unisys Service Representative. 


None. 


2-195 


O/S Messages 


17706 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-196 


OS: Halt: Duplicate Page Free. 
The kernel attempted to free a page that was already free. 


An internal kernel error has occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


17707 


MESSAGE: OS: Halt: Click to Page Frame Bad Click. 


DESCRIPTION: The kernel could not find a corresponding page frame for a 
given click of memory. 


PROBABLE An internal kernel error has occurred. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 

MATERIAL: 


UP-14803 2-197 


O/S Messages 


17708 


MESSAGE: OS: Halt: Not Enough DMA Page Blocks. 


DESCRIPTION: — During startup, the kernel detected that there was not 
enough system memory to map the configured number of 
DMA page blocks. 


PROBABLE The DMA Page Block Number (DMANPB) variable is set 
CAUSE: too high in the systems file used to link the kernel. 
ACTION: Relink the kernel with the DMANPB variable set to less 


than 512 in the systems file. 


REFERENCE Administration Guide. 
MATERIAL: 


2-198 UP-14803 


O/S Messages 


17709 


MESSAGE: OS: Halt: Insufficient Virtual Memory. 


DESCRIPTION: There is not enough system virtual memory to run any 
processes after the kernel is started. 


PROBABLE The kernel is too large for the configured amount of kernel 
CAUSE: address space. 
ACTION: Either reduce the kernel size or increase the amount of 


kernel address space. 


REFERENCE Administration Guide. 
MATERIAL: 


UP-14803 2-199 


O/S Messages 


17711 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REPERENCE 
MATERIAL: 


2-200 


OS: Halt: Too many traps. 


In the process of handling a fatal error, the kernel 
encountered another fatal error. 


An internal kernel error has occurred. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 


O/S Messages 


8 es 


OS: Halt: DMA Allocation Size Out of Range. 


An invalid DMA allocation request was made. DMA 
allocation was requested for either too large a size or on a 
boundary greater than 64 kilobytes. 


Either an internal kernel error occurred or a device driver 
made an improper allocation request. 


Contact your Unisys Service Representative. 


None. 


2-201 


O/S Messages 


17713 
MESSAGE: OS: Halt: DMA Map Size Out Range. 
DESCRIPTION: A DMA mapping request was made with an invalid size. 
PROBABLE Either an internal kernel error occurred or a device driver 
CAUSE: made an invalid DMA mapping request. 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


2-202 UP-14803 


O/S Messages 


17714 
co 
MESSAGE: OS: Halt: Error Allocating RAM Disk. 
DESCRIPTION: During installation at start-of-day, the memory needed for 
the RAM disk internal file system could not be allocated. 
PROBABLE Internal installation error. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 
a 
co 
UP-14803 2-203 


O/S Messages 
eo a ica eg ae ak oe ee 


17715 


MESSAGE: OS: Halt: Unknown Install Device <str>. 


DESCRIPTION: The device selected in the startup subsystem (SUS) for 
installation, although recognized by SUS, is not recognized 
by the INSTALL procedure. <str> identifies the device 


name. 
PROBABLE An internal installation error has occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL; 


2-204 UP-14803 


O/S Messages 


17716 


MESSAGE: OS: Halt: Error During <str> Operation While Scanning 
Device 0xM; Error N. 


DESCRIPTION: An I/O error (read operation) was received while the 
installation software was reading the tape to advance to the 
install file system. <str> identifies the operation being 
performed when the error occurred. The M value identifies 
the device, and the N value identifies the error value. 


PROBABLE One of three conditions may exist: 
CAUSE: 


e The install tape is bad. 
e The tape drive is bad. 
e The tape controller is bad. 


ACTION: Retry the operation. If the error recurs, contact your 
Unisys Service Representative. 


REFERENCE None. 
MATERIAL: 


UP-14803 2-205 


O/S Messages 


18300 
MESSAGE: MSC: Bad Byte Count. 
DESCRIPTION: An attempt to read or write 0 bytes was detected. 
PROBABLE An internal kernel error has occurred. 
CAUSE: 
ACTION: Contact your Unisys Service Representative. 
REFERENCE None. 
MATERIAL: 


2-205a UP-14803 A 


O/S Messages 


a 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 A 


18301 


MSC: Driver Requires 2 DMA Page Blocks. 
The allocation of DMA resources failed. 


The configuration parameter wdnpb does not have a large 
enough value. 


Increase the value of wdnpb to be greater than 2. 


None. 


2-205b 


O/S Messages 


eee ee eR A Le 


18302 


MESSAGE: 
DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-205c 


MSC: Out of DMA Page Blocks. Y 

Attempt to allocate DMA resources failed. 

The configuration parameter wdnpb has too large a value. 

Lower value for wdnpb, but do not make the value less 

than 2. 

None. 
WO 
WO 


UP-14803 A 


O/S Messages 
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ec 


UP-14803 A 2-205d 


O/S Messages 


20000 


MESSAGE: 
DESCRIPTION: 
PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-206 


OS: Warning: SCSI: Timeout while waiting for RDY status 
from controller. 


The SCSI driver’s protective timer expired while waiting for 
a READY status from the SCSI controller. 


The controller was not ready to execute a command. — 
If the problem persists, contact your Unisys Service 


Representative. 


None. 


UP-14803 


O/S Messages 


20001 
MESSAGE: OS: Warning: SCSI: Waiting for RDY status from 
controller. 
DESCRIPTION: The SCSI controller was not ready when it was first 
accessed. 
PROBABLE A power failure has occurred. 
CAUSE: 
ACTION: No action is required. The driver waits until the controller 


is ready or until a protective timer expires. 


REFERENCE None. 
MATERIAL: 


UP-14803 2-207 


O/S Messages 


20005 
MESSAGE: OS: Warning: SCSI: Set transfer period failed. 
DESCRIPTION: An attempt to set the multibus transfer period failed. 
PROBABLE A firmware error has occurred. 
CAUSE: 
ACTION: If the problem persists, contact your Unisys Service 
Representative. 
REFERENCE None. 
MATERIAL: 


2-208 UP-14803 


O/S Messages 


20006 
MESSAGE: OS: Warning: SCSI: HPMSC Memory allocation failed. 
DESCRIPTION: An attempt to allocate memory for driver data structures 
failed. 
PROBABLE The operating system is not configured correctly. 
CAUSE: 
ACTION: Reduce memory requirements. 
REFERENCE Administration Guide. 
MATERIAL: 


UP-14803 2-209 


O/S Messages 


20007 


MESSAGE: OS: Warning: SCSI: Open of swap device failed: errno M, 
status OxN. 


DESCRIPTION: — An attempt to open the swap device failed. M is the error 
number. N is the driver’s internal status flag. 


PROBABLE A hardware or configuration error has occurred. 
CAUSE: 

ACTION: Contact your Unisys Service Representative. 
REFERENCE Programmer’s Reference Manual. 

MATERIAL: 


2-210 UP-14803 


O/S Messages 


20008 


MESSAGE: OS: Warning: SCSI: Open of root device failed: errno M, 
status OxN. 


DESCRIPTION: _ The driver’s attempt to open the root device failed. M is 
the error number. N is the driver’s internal state flag. 


PROBABLE Either the hardware has a problem or the system is not 
CAUSE: configured correctly. 

ACTION: Contact your Unisys Service Representative. 
REFERENCE Programmer’s Reference Manual. 

MATERIAL: 


UP-14803 2-211 


O/S Messages 


20009 


MESSAGE: 


DESCRIPTION: 


PROBABLE 
CAUSE: 


ACTION: 


REFERENCE 
MATERIAL: 


2-212 


OS: Warning: SCSI: Initialization Failed: errno N. 
The SCSI driver failed initialization. N is the error number. 


Either the hardware has a problem or the system is not 
configured correctly. 


Contact your Unisys Service Representative. 


None. 


UP-14803 


O/S Messages 


20010 
MESSAGE: SCSI: Cannot allocate DMA resources. 
DESCRIPTION: An attempt to allocate DMA resources failed. 
PROBABLE The configuration is either too large, or the operating 
CAUSE: system has a problem. 
ACTION: Perform a memory dump operation, and contact your 


Unisys Service Representative. 


REFERENCE None. 
MATERIAL: 


UP-14803 A 2-212a 


O/S Messages 


20011 
MESSAGE: SCSI: Unknown mailbox status. 
DESCRIPTION: — The SCSI driver encountered a mail box status it did not 
recognize. 
PROBABLE The operating system has a problem. 
CAUSE: 
ACTION: Contact your Unisys Service Representative with 


information about how the error occurred. 


REFERENCE None. 
MATERIAL: 


2-212b UP-14803 A 


O/S Messages 
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20012 


MESSAGE: SCSI: HPMSC Firmware Revision N not supported. 


DESCRIPTION: _ The firmware in your system is not compatible with your 
operating system. N denotes the firmware revision number. 


PROBABLE During initialization of the High Performance Mass Storage 

CAUSE: Controller (HPMSC), the firmware revision is checked. 
Relative to your operating system, the firmware in your 
system is old and may cause unpredictable results. 


ACTION: Contact your Unisys Service Representative to upgrade the 
firmware in the system. 


REFERENCE None. 
MATERIAL: 


UP-14803 A 2-212c 


O/S Messages 


20013 


Oo 


MESSAGE: SCSI: Physical EOM reached before logical EOM. 


DESCRIPTION: The logical End of Media (EOM) was set by either the 
SCSI driver, the user, or a utility. However, the physical 
EOM was reached before the logical EOM. 


PROBABLE There is either a short tape in the tape drive, or 

CAUSES: the user/utility set the logical EOM beyond the size of the 
physical EOM. 

ACTION: Either use a tape that is certified for the tape drive, or 


reduce the size of the logical EOM. 


REFERENCE None. 
MATERIAL: 


2-212d UP-14803 A 


O/S Messages 


MESSAGE: 


DESCRIPTION: 
PROBABLE 
CAUSES: 


ACTION: 


REFERENCE 
MATERIAL: 


UP-14803 A 


20014 


SCSI: HPMSC Firmware Revision level could not be 
determined. 


The system polled the High Performance Mass Storage 
Controller (HPMSC) to verify the firmware revision level. 
A valid revision level was not returned. 


One of three situations might exist: 
The HPMSC is not seated in the bus correctly, the firmware 
is not correct, or a hardware problem exists. 


Verify the seating of the board, and the revision level of the 
firmware. If the problem reoccurs, contact your Unisys 
Service Representative. 


None. 


2-212e 


O/S Messages 
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